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Revise Section 586 of the Standard Specifications to read: 

 
SECTION 586.  GRANULAR BACKFILL FOR STRUCTURES 

 
586.01 Description.  This work shall consist of furnishing, transporting and placing 

granular backfill for abutment structures. 
 
586.02 Materials.  Materials shall be according to the following. 

 
Item Article/Section 

(a) Fine Aggregate ....................................................................................................... 1003.04 
(b) Coarse Aggregates ................................................................................................ 1004.05 

 
 
 

CONSTRUCTION REQUIREMENTS 
 

586.03 General.  This work shall be done according to Article 502.10 except as modified 
below.  The backfill volume shall be backfilled, with granular material as specified in Article 
586.02, to the required elevation as shown in the contract plans.  The backfill volume shall be 
placed in convenient lifts for the full width to be backfilled.  Unless otherwise specified in the 
contract plans, mechanical compaction will not be required.  A deposit of gravel or crushed 
stone placed behind drain holes shall not be required.  All drains not covered by geocomposite 
wall drains or other devices to prevent loss of backfill material shall be covered by sufficient filter 
fabric material meeting the requirements of Section 1080 and Section 282 with either 6 or 8 
oz/sq yd (200 or 270 g/sq m) material allowed, with free edges overlapping the drain hole by at 
least 12 in. (300 mm) in all directions. 

 
The granular backfill shall be brought to the finished grade as shown in the contract plans.  

When concrete is to be cast on top of the granular backfill, the Contractor, subject to approval of 
the Engineer, may prepare the top surface of the fill to receive the concrete as he/she deems 
necessary for satisfactory placement at no additional cost to the Department. 

 
586.04 Method of Measurement.  This work will be measured for payment as follows. 
 
(a) Contract Quantities.  The requirements for the use of contract quantities shall conform to 

Article 202.07(a). 
 
(b) Measured Quantities.  This work will be measured for payment in place and the volume 

computed in cubic yards (cubic meters).  The volume will be determined by the method 
of average end areas behind the abutment. 



 
586.05 Basis of Payment.  This work will be paid for at the contract unit price per cubic 

yard (cubic meter) for GRANULAR BACKFILL FOR STRUCTURES. 
 
 


